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Questions

An important part of inkjet printer is:

The quantity having the same unit as that of emf is:

A thermistor is a resistor which is:

In gases, the charge carries are:

Answers Choice

A. <span style="font-size:12.0pt;line-
height:107%,; font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;;mso-fareast-
font-family:Calibri; mso-fareast-theme-
font:minor-latin;mso-ansi-language:EN-US;mso-
fareast-language: EN-US;mso-bidi-language:AR-
SA">Toner</span>

B. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height: 107 %;font-family:
&quot; Times New
Roman&quot;,&quot;serif&quot;">Drum<o:p>
</o:p></span></p>

C. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height:107 %;font-family:
&quot;Times New
Roman&quot;,&quot;serif&quot;">Deflection
plates<o:p></0:p></span></p>

D. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height: 107 %;font-family:
&quot; Times New
Roman&quot;,&quot;serif&quot;">Heated
roles<o:p></o0:p></span></p>

E. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height: 107 %;font-family:
&quot;Times New
Roman&quot;,&quot;serif&quot;">None of
these<o:p></0:p></span></p>

. Force

. Energy

. Potential
. Current
. Charge

. Light Sensitive

. Heat Sensitive

. Sound Sensitive
. All of these

. None of these

moow>» mMooOw>

A. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height: 107 %;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">Electrons<o:p>
</o:p></span></p>

B. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height: 107 %;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">Positive
ions<o:p></o:p></span></p>

C. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height: 107 %;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">Negative
ions<o:p></o:p></span></p>

D. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height: 107 %;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">Both (A) and
(C)<o:p></o:p></span></p>

E. <p class="MsoNormal" style="text-
align:justify"><span style="font-size: 12pt; line-
height: 107%; font-family: &quot;Times New
Roman&quot;, serif;">Both (A) and (B)<b><o:p>
</o:p></b></span></p>

A. <span style="font-family: &quot;Times New

Roman&quot;, serif; font-size: 12pt;">Cross
product of two vector</span><p
class="MsoNormal"><span style="font-
size:12.0pt;line-height: 107 %;font-family:
&quot;Times New
Roman&quot;,&quot;serif&quot;"><o:p></o:p>
</span></p>

B. <p class="MsoNormal"><span style="font-
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Electric flux is:

Which instrument is expensive and difficult to use?

Gaussian surface is always:

As the current flows through the wire

The magnitude of chemical Effects depends upon:

size:1£.Upt;line-neignt: 1u/ Yo;ToNT-Tamily:
&quot;Times New
Roman&quot;,&quot;serif&quot;">Dot product of
two vectors<o:p></o:p></span></p>

C. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height: 107 %;font-family:
&quot;Times New
Roman&quot;,&quot;serif&quot;">A vector
quantity<o:p></o:p></span></p>

D. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height: 107 %;font-family:
&quot;Times New
Roman&quot;,&quot;serif&quot;">A scalar
quantity<o:p></0:p></span></p>

A. Voltmeter
B. Potentiometer

D. Both Aand C
E. Both Aand B

A. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height: 107 %;font-family:

&quot; Times New
Roman&quot;,&quot;serif&quot;;mso-fareast-
font-family:&quot; Times New Roman&quot;;mso-
fareast-theme-font: minor-
fareast">Rectangular<o:p></o0:p></span></p>
B. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height: 107 %;font-family:

&quot; Times New
Roman&quot;,&quot;serif&quot;;mso-fareast-
font-family:&quot; Times New Roman&quot;;mso-
fareast-theme-font: minor-
fareast">Spherical<o:p></o:p></span></p>

C. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height: 107 %;font-family:

&quot; Times New
Roman&quot;,&quot;serif&quot;;mso-fareast-
font-family:&quot; Times New Roman&quot;;mso-
fareast-theme-font: minor-
fareast">Cylindrical<o:p></o:p></span></p>

D. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height: 107 %;font-family:

&quot; Times New
Roman&quot;,&quot;serif&quot;;mso-fareast-
font-family:&quot; Times New Roman&quot;;mso-
fareast-theme-font: minor-fareast">Box
shape<o:p></o:p></span></p>

B. It produces sound in the wire

C. Resistance of the wire decrease

D. Voltage across the ends is the increase
E. None of these

A. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height:107%;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">Nature of
liquid<o:p></o:p></span></p>

B. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height: 107 %;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">Quantity of
Electricity passed through the liquid<o:p></o:p>
</span></p>

C. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height: 107 %;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">Color of the
liquid<o:p></o:p></span></p>

D. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height: 107 %;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">Both (A) and
(C)<b><o0:p></0:p></b></span></p>
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The passage of current is accompanied by a magnetic field in the surrounding space:

An inkjet printer uses in its operation:

AneV is unit of.

B. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height: 107 %;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">Sometimes
accompanied<o:p></o:p></span></p>

C. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height: 107 %;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">Never
accompanied<o:p></o:p></span></p>

D. <span style="font-family: &quot;Times New
Roman&quot;, serif; font-size: 12pt; text-align:
justify;">Any of above</span><p
class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt; line-

height: 107 %;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;"><o:p></o:p>
</span></p>

E. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height:107%;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">None of
these<o:p></o:p></span></p>

A. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height: 107 %;font-family:
&quot; Times New
Roman&quot;,&quot;serif&quot;">Neutrons
only<o:p></o:p></span></p>

B. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height: 107 %;font-family:
&quot;Times New
Roman&quot;,&quot;serif&quot;">Mesons
only<o:p></o:p></span></p>

C. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height: 107 %;font-family:
&quot;Times New
Roman&quot;,&quot;serif&quot;">Positrons and
photons<o:p></o:p></span></p>

E. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height: 107 %;font-family:
&quot;Times New
Roman&quot;,&quot;serif&quot;">None of
these<o:p></0:p></span></p>

A. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height: 107 %;font-family:
&quot;Times New
Roman&quot;,&quot;serif&quot;;mso-fareast-
font-family:&quot; Times New Roman&gquot;;mso-
fareast-theme-font: minor-
fareast">Potential<o:p></0:p></span></p>

B. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height: 107 %;font-family:
&quot;Times New
Roman&quot;,&quot;serif&quot;;mso-fareast-
font-family:&quot; Times New Roman&quot;;mso-
fareast-theme-font: minor-fareast">Energy<o:p>
</o:p></span></p>

C. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height: 107 %;font-family:
&quot;Times New
Roman&quot;,&quot;serif&quot;;mso-fareast-
font-family:&quot; Times New Roman&gquot;;mso-
fareast-theme-font: minor-fareast">Work<o:p>
</o:p></span></p>

D. <p class="MsoNormal"><span style="font-
family: &quot; Times New Roman&quot;, serif;
font-size: 12pt;">Power</span></p>
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The term drift velocity is used when the ends of a wire are:

Flux through a closed surface of any shape and flux through the surface of'a sphere
drawn around a charge are:

An important part of photocopier is:

A. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height: 107 %;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">Connected to
a laser source<o:p></o:p></span></p>

B. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height: 107 %;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">Connected to
a voltage source<o:p></o:p></span></p>

C. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height:107%;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">Not connected
to a voltage source<o:p></0:p></span></p>

D. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height: 107 %;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">At different
values of potential<o:p></o:p></span></p>

A. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height: 107 %;font-family:
&quot;Times New
Roman&quot;,&quot;serif&quot;">Different<o:p>
</o:p></span></p>

C. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height: 107 %;font-family:
&quot;Times New
Roman&quot;,&quot;serif&quot;">Such that it is
greater in the first case<o:p></o:p></span></p>
D. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height: 107 %;font-family:

&quot; Times New
Roman&quot;,&quot;serif&quot;">Such that it is
greater in the second case<o:p></o:p></span>
</p>

E. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height: 107 %;font-family:
&quot;Times New
Roman&quot;,&quot;serif&quot;;mso-fareast-
font-family:&quot; Times New Roman&quot;;mso-
fareast-theme-font: minor-fareast">None of
these<o:p></o:p></span></p>

B. <span style="font-family: &quot; Times New
Roman&quot;, serif; font-size: 12pt;">Deflection
plates</span><p class="MsoNormal"><span
style="font-size:12.0pt;line-height: 107 %;font-
family: &quot; Times New
Roman&quot;,&quot;serif&quot;"><o:p></o:p>
</span></p>

C. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height: 107 %;font-family:
&quot;Times New
Roman&quot;,&quot;serif&quot;">Charging
electrode<o:p></o:p></span></p>

D. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height: 107 %;font-family:
&quot; Times New
Roman&quot;,&quot;serif&quot;">Print
head<o:p></0:p></span></p>

E. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height: 107 %;font-family:
&quot;Times New
Roman&quot;,&quot;serif&quot;">None of
these<o:p></0:p></span></p>

A. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height: 107 %;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">Attach to
individual atoms<o:p></0:p></span></p>

B. <p class="MsoNormal" style="text-

alinn-inetifi'sconan ctula="fAnt_ciza*12 Nnt: lina_
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In a metal, the valence electrons are:

As the current flow through the wire:

The free electrons in metals:

The rate at which the fiee electrons pass through any section of a metallic wire from
right to left is:

Gllsl |.Juou|y "O}JGII Dlle_ TV OILG. IL.UPI., mic=
height: 107 %;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">Not attached
to individual atoms<o:p></0:p></span></p>

C. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height: 107 %;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">Free to move
within the metal<o:p></o:p></span></p>

D. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height: 107 %;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">Both (A) and
(C)<o:p></o:p></span></p>

B. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height: 107 %;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">It produces
sound in the wire<o:p></0:p></span></p>

C. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height: 107 %;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">Resistance of
the wire decreases<o:p></0:p></span></p>

D. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height:107%;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">Voltage across
the ends is increased<o:p></o:p></span></p>
E. None of these

B. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height: 107 %;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">Move in
particular direction<o:p></o:p></span></p>

C. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height:107%;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">Move with
speed of light<o:p></0:p></span></p>

D. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height: 107 %;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">Move such
that their speed does not depend on their
temperature<o:p></0:p></span></p>

E. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height: 107 %;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">None of
these<o:p></o:p></span></p>

A. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height: 107 %;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">Greater than
the speed at which they pass from left to
right<o:p></o:p></span></p>

B. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height: 107 %;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">Less than the
speed at which they pass from left to right<o:p>
</o:p></span></p>

D. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
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When two spherical conducting balls at different potentials are joined by a metallic
wire, after some time:

height: 107 %;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">Any of
above<o:p></o:p></span></p>

E. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height: 107 %;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">None of
them<o:p></o0:p></span></p>

A. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height: 107 %;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">Both the
conductors are at the same potential<o:p></o:p>
</span></p>

B. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height: 107 %;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">Potential
difference across the conductors remain
constant<o:p></o:p></span></p>

C. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height:107%;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">Potential
difference across the conductors becomes
zero<o:p></0:p></span></p>

D. <p class="MsoNormal" style="text-
align:justify"><span style="font-size:12.0pt; line-
height: 107 %;font-family:&quot; Times New
Roman&quot;,&quot;serif&quot;">Both (A) and
(B)<o:p></o:p></span></p>



