
ECAT Pre General Science Physics Chapter 13 Current Electricity

Sr Questions Answers Choice

1 When certain area A is held parallel to the field lines, then:

A. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height:107%;font-family:​
&quot;Times New
Roman&quot;,&quot;serif&quot;">No lines cross this
area<o:p></o:p></span></p>
B. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height:107%;font-family:​
&quot;Times New
Roman&quot;,&quot;serif&quot;">Maximum lines
pass through this area<o:p></o:p></span></p>
C. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height:107%;font-family:​
&quot;Times New
Roman&quot;,&quot;serif&quot;">The number of
lines are between zero and maximum<o:p></o:p>
</span></p>
D. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height:107%;font-family:​
&quot;Times New
Roman&quot;,&quot;serif&quot;">Both (A) and (B)
correct<o:p></o:p></span></p>
E. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height:107%;font-family:​
&quot;Times New
Roman&quot;,&quot;serif&quot;">None of
these<o:p></o:p></span></p>

2 As the current flow through the wire:

A. <p class="MsoNormal" style="text-align:justify">
<span style="font-size: 12pt; line-height: 107%; font-
family: &quot;Times New Roman&quot;, serif;">It​
generates heat in the wire<b><o:p></o:p></b>
</span></p>
B. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;">It produces sound
in​ the wire<o:p></o:p></span></p>
C. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;">Resistance of the
wire​ decreases<o:p></o:p></span></p>
D. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;">Voltage across the
ends​ is increased<o:p></o:p></span></p>
E. None of these

3 The third band of the colour code:

A. Gives the number of zeroes
B. Is decimal multiplier
C. Gives the resistance tolerance
D. Gives the third digit
E. Both (A) and (B)

4 The current that flows through the coil of a motor causes

A. Its shaft to revolve
B. Its brushes to rotate
C. Motor to move
D. Its shaft to rotate
E. None of these

5 An electric field is generated along the wire when:

A. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;">Its resistance is
very​ high<o:p></o:p></span></p>
B. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;">A constant
potential is​ maintained across the wire<o:p></o:p>
</span></p>
C. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;">Net current



Roman&quot;,&quot;serif&quot;">Net current
through the​ wire is zero<o:p></o:p></span></p>
D. <p class="MsoNormal" style="text-align:justify">
<span style="font-size: 12pt; line-height: 107%; font-
family: &quot;Times New Roman&quot;, serif;">A​
constant potential difference is maintained across
the wire<b><o:p></o:p></b></span></p>
E. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;">Either (A) or (D)
<o:p></o:p></span></p>

6 The rate at which the free electrons pass through any section of a metallic wire
from right to left is:

A. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;">Greater than the
speed​ at which they pass from left to right<o:p>
</o:p></span></p>
B. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;">Less than the
speed at​ which they pass from left to right<o:p>
</o:p></span></p>
C. <p class="MsoNormal" style="text-align:justify">
<span style="font-size: 12pt; line-height: 107%; font-
family: &quot;Times New Roman&quot;, serif;">The​
same speed at which they pass from left to right<b>
<o:p></o:p></b></span></p>
D. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;">Any of above<o:p>
</o:p></span></p>
E. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;">None of them<o:p>
</o:p></span></p>

7 Another mean of electric potential energy per unit charge is given by:

A. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height:107%;font-family:​
&quot;Times New
Roman&quot;,&quot;serif&quot;;mso-fareast-font-
family:&quot;Times New Roman&quot;;mso-fareast-
theme-font:​ minor-fareast">Electric intensity<o:p>
</o:p></span></p>
B. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height:107%;font-family:​
&quot;Times New
Roman&quot;,&quot;serif&quot;;mso-fareast-font-
family:&quot;Times New Roman&quot;;mso-fareast-
theme-font:​ minor-fareast">Potential gradient<o:p>
</o:p></span></p>
C. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height:107%;font-family:​
&quot;Times New
Roman&quot;,&quot;serif&quot;;mso-fareast-font-
family:&quot;Times New Roman&quot;;mso-fareast-
theme-font:​ minor-fareast">Electric Flux<o:p></o:p>
</span></p>
D. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height:107%;font-family:​
&quot;Times New
Roman&quot;,&quot;serif&quot;;mso-fareast-font-
family:&quot;Times New Roman&quot;;mso-fareast-
theme-font:​ minor-fareast">Potential difference<o:p>
</o:p></span></p>
E. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height:107%;font-family:​
&quot;Times New
Roman&quot;,&quot;serif&quot;;mso-fareast-font-

family:&quot;Times New Roman&quot;;mso-fareast-
theme-font:​ minor-fareast">None of these<o:p>
</o:p></span></p>

8 When a constant potential difference is applied across the conductor, the drift
velocity of electrons:

A. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;">Increases<o:p>
</o:p></span></p>
B. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;">Decreases<o:p>
</o:p></span></p>
C. <p class="MsoNormal" style="text-align:justify">
<span style="font-size: 12pt; line-height: 107%; font-
family: &quot;Times New Roman&quot;,
serif;">Remains​ the constant<b><o:p></o:p></b>



velocity of electrons: serif;">Remains​ the constant<b><o:p></o:p></b>
</span></p>
D. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;">Either of
these<o:p></o:p></span></p>
E. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;">None of
these<o:p></o:p></span></p>

9 The device which can convert heat energy into electrical energy is called:

A. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;">Thermistor<o:p>
</o:p></span></p>
B. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;">Thermometer<o:p>
</o:p></span></p>
C. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;">Thermostat<o:p>
</o:p></span></p>
D. <p class="MsoNormal" style="text-align:justify">
<span style="font-size: 12pt; line-height: 107%; font-
family: &quot;Times New Roman&quot;,
serif;">Thermocouple<b><o:p></o:p></b></span>
</p>
E. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;">Both (C) and (D)
<o:p></o:p></span></p>

10 When a constant potential difference is applied across the conductor, the drift
velocity of electrons:

A. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;">Increases<o:p>
</o:p></span></p>
B. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;">Decreases<o:p>
</o:p></span></p>
C. <p class="MsoNormal" style="text-align:justify">
<span style="font-size: 12pt; line-height: 107%; font-
family: &quot;Times New Roman&quot;,
serif;">Remains​ the constant<b><o:p></o:p></b>
</span></p>
D. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;">Either of
these<o:p></o:p></span></p>
E. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;">None of
these<o:p></o:p></span></p>

11 In a metal, the valence electrons are:

A. Attached to individual atoms
B. Not attached to individual atoms
C. Free to move within the metal
D. Both A and B
E. Both A and C

12 A thermistor is a resistor which is:

A. Light Sensitive
B. Heat Sensitive
C. Sound Sensitive
D. All of these
E. None of these

13 In gases, the charge carriers are:

A. Electrons
B. Positive ions
C. Negative ions
D. Both A and C
E. Both A and B

A. <p class="MsoNormal" style="text-align:justify">
<span style="font-size: 12pt; line-height: 107%; font-
family: &quot;Times New Roman&quot;,
serif;">Zero<b><o:p></o:p></b></span></p>
B. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New



14 The effects of bends in a wire on its electrical resistance are:

family:&quot;Times New
Roman&quot;,&quot;serif&quot;">Much larger<o:p>
</o:p></span></p>
C. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;">Larger<o:p></o:p>
</span></p>
D. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;">Smaller<o:p>
</o:p></span></p>
E. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;">None of
these<o:p></o:p></span></p>

15 An eV is unit of:

A. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height:107%;font-family:​
&quot;Times New
Roman&quot;,&quot;serif&quot;;mso-fareast-font-
family:&quot;Times New Roman&quot;;mso-fareast-
theme-font:​ minor-fareast">Potential<o:p></o:p>
</span></p>
B. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height:107%;font-family:​
&quot;Times New
Roman&quot;,&quot;serif&quot;;mso-fareast-font-
family:&quot;Times New Roman&quot;;mso-fareast-
theme-font:​ minor-fareast">Energy<o:p></o:p>
</span></p>
C. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height:107%;font-family:​
&quot;Times New
Roman&quot;,&quot;serif&quot;;mso-fareast-font-
family:&quot;Times New Roman&quot;;mso-fareast-
theme-font:​ minor-fareast">Work<o:p></o:p></span>
</p>
D. <p class="MsoNormal"><span style="font-family:
&quot;Times New Roman&quot;, serif; font-size:
12pt;">Power</span></p>
E. <p class="MsoNormal"><span style="font-size:
12pt; line-height: 107%; font-family: &quot;Times
New Roman&quot;, serif;">Both​ (B) and(C)<b><o:p>
</o:p></b></span></p>

16 Which of the following substances has got positive temperature coefficient of
resistance?

A. Carbon
B. Germanium
C. Silicon
D. Aluminium
E. None of these

17 When two spherical conducting balls at different potentials are joined by a metallic
wire, after some time:

A. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-

family:&quot;Times New
Roman&quot;,&quot;serif&quot;">Both the
conductors are​ at the same potential<o:p></o:p>
</span></p>
B. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;">Potential
difference​ across the conductors remain
constant<o:p></o:p></span></p>
C. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;">Potential
difference​ across the conductors becomes
zero<o:p></o:p></span></p>
D. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;">Both (A) and (B)
<o:p></o:p></span></p>
E. <p class="MsoNormal" style="text-align:justify">
<span style="font-size: 12pt; line-height: 107%; font-
family: &quot;Times New Roman&quot;, serif;">Both​
(A) and (C)<b><o:p></o:p></b></span></p>

A. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;">Decreasing from
zero to​ maximum<o:p></o:p></span></p>
B. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New



18 When two spherical conducting balls at different potentials are joined by metallic
wire, the current starts:

family:&quot;Times New
Roman&quot;,&quot;serif&quot;">Increasing from
zero to​ maximum<o:p></o:p></span></p>
C. <p class="MsoNormal" style="text-align:justify">
<span style="font-size: 12pt; line-height: 107%; font-
family: &quot;Times New Roman&quot;,
serif;">Decreasing​ from maximum to zero<b><o:p>
</o:p></b></span></p>
D. <p class="MsoNormal" style="text-align:justify">
<span style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;">Increasing from
maximum​ to zero<o:p></o:p></span></p>
E. <span style="font-family: &quot;Times New
Roman&quot;, serif; font-size: 12pt; text-align:
justify;">Both (A) and (D)</span><p
class="MsoNormal" style="text-align:justify"><span
style="font-size:12.0pt;​ line-height:107%;font-
family:&quot;Times New
Roman&quot;,&quot;serif&quot;"><o:p></o:p>
</span></p>

19 The interior of a hollow charged metal sphere is a region which:

A. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height:107%;font-family:​
&quot;Times New
Roman&quot;,&quot;serif&quot;;mso-fareast-font-
family:&quot;Times New Roman&quot;;mso-fareast-
theme-font:​ minor-fareast">Contain some magnitude
of electric field<o:p></o:p></span></p>
B. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height:107%;font-family:​
&quot;Times New
Roman&quot;,&quot;serif&quot;;mso-fareast-font-
family:&quot;Times New Roman&quot;;mso-fareast-
theme-font:​ minor-fareast">Is full of electric field
lines<o:p></o:p></span></p>
C. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height:107%;font-family:​
&quot;Times New
Roman&quot;,&quot;serif&quot;;mso-fareast-font-
family:&quot;Times New Roman&quot;;mso-fareast-
theme-font:​ minor-fareast">Is field-free region<o:p>
</o:p></span></p>
D. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height:107%;font-family:​
&quot;Times New
Roman&quot;,&quot;serif&quot;;mso-fareast-font-
family:&quot;Times New Roman&quot;;mso-fareast-

theme-font:​ minor-fareast">Either (A) or (B)<o:p>
</o:p></span></p>
E. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height:107%;font-family:​
&quot;Times New
Roman&quot;,&quot;serif&quot;;mso-fareast-font-
family:&quot;Times New Roman&quot;;mso-fareast-
theme-font:​ minor-fareast">None of these<o:p>
</o:p></span></p>

20 The number of field lines passing through unit area held perpendicular to the field
lines represent:

A. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height:107%;font-family:​
&quot;Times New
Roman&quot;,&quot;serif&quot;">Flux in that
region<o:p></o:p></span></p>
B. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height:107%;font-family:​
&quot;Times New
Roman&quot;,&quot;serif&quot;">Intensity of the
field<o:p></o:p></span></p>
C. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height:107%;font-family:​
&quot;Times New
Roman&quot;,&quot;serif&quot;">Charge<o:p>
</o:p></span></p>
D. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height:107%;font-family:​
&quot;Times New
Roman&quot;,&quot;serif&quot;">Area of the
region<o:p></o:p></span></p>
E. <p class="MsoNormal"><span style="font-
size:12.0pt;line-height:107%;font-family:​
&quot;Times New
Roman&quot;,&quot;serif&quot;">None of
these<o:p></o:p></span></p>


