Sr Questions Answers Choice

. Secondary storage
. Cache

. Primary storage

. Printer

1 Data and programs that are not in used by computer are stored in:

monochrome
microfiche *
pixel

cursos

2 Abother word for printer

owm» Dow>

CPU

ROM
DVD
OCR

3 The unit that transform data in informaion is the

. Modulus

. Increment
. Decrement
Inc

4 This means to increase a value by one:

5 The number of inputs to full adder are

AON=

Badge
Retina

. Palm print
Face

6 Which of the following is not a biometric technique?

. first step

. third step

. second step
. fourth step

7 When the control unit directs the ALU to perform an operation on the data, the machine
cycle is involved in its.

Ethernet
ARCnet
TCP/IP
MAC

8 Which of the following is an internet protocol;

OMR

Barcode Reader

An example of smart card
MICR

9 devices is used chek and process the test marks of students

Radio
Television
a,b
Multiplexers

10 Following devices are used in simplex mode

hardware
documents
programs
D. CPUs

OWP DOWP UOWr TOWP 0U0U» U0Wr UOWP U0U» U0m>

11 Step-by-step instructions that run the computer are.

A. Application and Presentation
layers

Physical an Date Link layers
Transport and Network layers
Network and Data Link layers

12 Project 802 defines standards for which layers of the OSI model?

bit

byte
word
address

13 A group of characters that are treated as a single entity.

Dom» DOow

A. input devices

B. auxiliary storage
C. output devices
D. all of above

14 A digital computer system consists of a central processing unit interfaced with

15 The absolute reference of cell address A15 is written as:



16

17

18

19

20

During E-time the ALU.

A COBOL program has how many divisions

Which of the following is an authentication methodology?

coding scheme is used by IBM

A standard IP address is composed of a total of

A. examines the instruction
B. enters the instruction

D. elicits the instruction
B. two

C. five

D. seven

A. Access cards

B. Biometrics
C. PIN

A. Unicode
B. ASCII
D. BCD

A. 4 bits
B. 16 bits

D. 256 bits



