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Questions

Which woody raw material is used for the manufacture of paper pulp

Pulp is washed to remove lignin from it. Due to the presence of lignin in pulp paper
becomes.

Which one of the following is the macronutrient for plants.

Which three elements are needed for the healthy growth of plants

The word paper is derived from the name of which reedy plant

Ammonium Nitrate fertilizer is not useful for

Prilling is a process in which

The word paper is derived from the name of which reedy plant

Ammonia is prepared industrially by

Micronutrients for plant are those which

The temperature of digester is main tained at

Which nitrogen fertilizer make the soil acdic.

Which substance is used ot bleach the pulp.

Which one of the following raw materials is not present in the cement.

Answers Choice

A. Cotton

. Biogases

. Rice straw
. Poplar

o0

Soft

. Brittle
Acidic

. Colourless

Boron
Zinc
Calcium
. Nitrogen

oow» Dowp

N,S,P
N,Ca,P
N,P,K
NK,C

Rose

Sun flower

. Papyrus

. Water Hyacinth

Wheat
Cotton

. Sugan cane
. Paddyrice
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. Concentration of urea is increased
. Water is removed from urea

C. Molten urea is converted to solid
drop

D. Some other ingredients are added
to urea
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A. Rose

B. Sun flower
C. Papyrus
D. Water

A. Contact process

B. Ostwald process

C. Birkland Eyed process
D. Heber process

A. Are required in very large amount
B. Are required in very small amount
C. Are produced from plants in very
small amount

D. Retard the growth of plants

. 100<sup>o</sup>C
160-180<sup>o</sup>C
200<sup>o0</sup>C
200-240<sup>o</sup>C

. Calcium nitrate
sodium nitrate

. Potassium nitrate
. Ammonium nitrate
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Na2S03
NaCl
NaClO

NaOH

Lime stone
Gypsum

. Blast furnace slag
Red lead
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. 500 <sup>o0</sup>C
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During manufacturing of cement , the temperature of pre heating zone is.

Which one of the following is calcareous material

The percentage of nitrogen in urea is.

The macronutrients are required in quantities ranging from

Potassium fertilizers are especially useful for

Usually the percentage of moisture is paper is

. 900<sup>o0</sup>C
1000<sup>o</sup>C
. 1500<sup>o0</sup>C
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clay
Shale
. Blast furnace slag

36%

56%
65%

4-40 kg per acre
10-100 kg per acre
5-100 kg per acre
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. Tobacco
Coffee
. Potato
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A.1-3%
B. 4-6%

D. 5%



