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Questions

The most useful tracer is.

Colour codes are used to calculate the.

In case of capacitor, the unit of reactance is

The resistivity of ------=========-==- decrease with the increase in temp

The minimum frequency needed to emit an electron form metal surface is called:

The force of Neutron due to field of 102 N/C is.

The radio active nuclide 86R3228 decays by a series of emissions of three alpha particles
and one beta particle. The nuclide X finally formed is:

Tolerance of "Gold" band.

The expression P = VI hold only when current and voltage are.

Intensity of field inside a hollow charged sphere will be.

Improper bisting of a transistor circiut produces:

All motions are

One electron volt is equal to.

A solid having regular arrangement of molecules throughout its structure is called.

Those materials whose resistivity becomes zero at certain temperature is called:

Answers Choice

A
. lodine -31
. Cobalt -60
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Strontium -90

Carbon -14

Nature of resistor
Numerical value of resistance

. Potential difference

Current

Farad
Ohm
Newton

. All of these

Gold
Silver
Copper
Silicon

Work function

. Threshold frequency
. Quanta frequency
. All of above

1.6 x 10<sup>-17</sup>N
1.6 x 10<sup>-19</sup>N
Zero

1.6 x 10<sup>-21</sup>N

<sub>64</sub>X<sup>220</sup>
<sub>86</sub>X<sup>222</sup>
<sub>84</sub>X<sup>216</sup>

. <sub>88</sub>X<sup>215</sup>

+10%
+5%

+15%
+20%

In phase
Out of phase

. At right angle to each other

At angle of 120 <sup>o</sup>

. Negative

Unaffected
Zero
Maximum

. Heavy loading of emitter current

Distortion in the output output signal
Excessive heat at collector terminal

. Faculty location of load line

Absolute
Uniform
Relative
Variable

1.6 x 10<sup>-19</sup> Joule
1.6 x 10<sup>-19</sup>Coulomb
1.6 x 10<sup>-12</sup>N

1.6 x 10<sup>18</sup>Joule

Amorphous solid

. Polymeric solid
. Crystalline solid
. Glassy solid

. Semiconductor

Super conductor&nbsp;

. Conductor
D.

Insulator
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In nuclear radiation , track of alpha particle is.

The energy of 4th Orbit in hydrogen atom is.

Which component of the transistor has greater contrition of impurity.

The value of Wien's constant:

In three phase A.C. generator the phase difference between each pair of coil is.

A. Thin
B. Discontinuous
C. Erratic

A -2.51eV
B.-3.50 eV
C.-13.60 eV

. Base
. Emitter

W >

D. Emitter and collector

B. 2.19x10<sup>-7</sup>mk

C. 3.18 x10<sup>6</sup> km<sup>-
1</sup>

D. 6.21 x 10<sup>-
9</sup>m<sup>2</sup>wk<sup>3</sup>

A. 45<sup>o0</sup>
B. 90<sup>o</sup>

D. 60<sup>o</sup>



