Sr Questions Answers Choice

A. Auditing conformance to ISO 9000

B. Status accounting of configuration
1 Which of the following is NOT part of configuration management. items

C. Identification of test versions

D. Controlled library access

A. Combination of one or more
testing techniques

B. Combination of top town and
bottom up testing

. More testing techniques

. Independent testing

2 Hybrid testing is

. Program flow
. Design flow
Data flow
System flow

3 The requirement phase is the most cost effective phase in which to detect a.
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Maintences
Plan

Code
Design

4 Test documentation is important for conducting the test and for the reuse of the test
program during.

. Glass box testing
. Black box testing
. Unit testing

. While box testing

5 The structure testing is sometimes called.
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A. Quality is job one

B. Zero defects

C. Conformance to requirements
D. Work as designed

6 Pick the best definitions of quality.

A. Planning
B. when time has run out
7 Based on the risk for your industry contract and special requirements is done. C. Testing
D. When all faults have been fixed
correctly

A. One
B. Two
C. Three
D. Four

8 There are general categories of testing.

A. Only important in system testing

B. Only used in component testing
9 Expected result are C. Most useful when specified in

advance

D. Derived from the code

A. Off the shelf sotware
B. Validation

C. Verification

D. V-model

10 includes the verification of designs.

A. No limit to fix for time
. Test priority
. You do more effective testing
. Finding more faults

11 The best testing is done in available time using.

B
C
D

A. Design phase

) . . B. Testing phase

12 Static tests are used in the requirement and C. Program test phase
D. Manual test phase
A
B
C
D
A
B

. Concerns
13 The documents information and skills needed to complete in which step. . Output
. Objective
. Input

. Web based testing
. Integrate

C. Factor

D. Unit testing

14 successful necessitates a portfolio of web based testing tools.



15

16

17

18

19

20

Over working team members and poor product quality are negative possibilities if

occurs during the construction stage of development.

The process starting with the modules is called bottom up integration.

Design fault is a reason for

To test a function, the programmer has to write a driver which calls the function and passes
it.

Who is responsible for document all the issues, problems and open points that were
identified during the review meeting.

B.

Due to customer complaints and

late product.
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Poor quality
Termination

Plan
Design
Coding
Starting

Integrated
None of the above

Testing fault
Software fault

Documentation fault
stub

Proxy
Package

Moderator

Reviewers
Author



